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SPeCifiCaTionS
Internal Resolution:

1/500,000 

Weight Display Resolution:
1/7500 (1/6000)

Display:
Liquid Crystal Display (LCD) with backlight
Weight: Five-digit
Unit Weight: Five-digits 
Quantity: Six-digit

Power Source:
120 - 230 VAC power supply, (US power cord)

number of Scale Channel:
One local scale

Memory Items:
25

RS-232:
9 Pin to PC

Optional Battery:
Charge time: 12-14 hours
Battery life: 300 hours (no backlight)

Operating Temperature:
14°F to 104°F (-10°C to 40°C)

Dimensions:
Overall: 335.7 W x 349.7 m D x 123.5 mm H
(13 in W x 13 in L x 5 in H)

Estimated Shipping Weight:
5 kg

Platter Size:
300 x 225 mm (12 x 8.9 in)

Warranty:
Two-year limited warranty

Counting SCaleS 

DiGi® DC-782 Series  Portable Counting Scales

STanDarD feaTureS
•	 Liquid Crystal Display (LCD) with yellow backlight
•	 RS-232 output to PC
•	 10 preset keys for product ID
•	 25 item memory
•	 Internal resolution of 1/500,000
•	 Buzzer - low, ok, high
* Batteries not included

ParT number/PriCe
PART # DESCRIPTIOn CAPACITy EST. SHIP WEIgHT PRICE
108248 DC-782 6 lb x 0.001 lb 11 lb (5 kg) Consult

108249 DC-782 15 lb x 0.002 lb 11 lb (5 kg) Consult

108250 DC-782 30 lb x 0.005 lb 11 lb (5 kg) Consult

108251 DC-782 60 lb x 0.01 lb 11 lb (5 kg) Consult
Consult factory for kg unit models.

oPTionS/aCCeSSorieS
PART # DESCRIPTIOn PRICE
108516 Rechargeable battery Consult

73382 AC adapter 110 VAC Consult

108518 AC adapter 110 - 230 VAC (prior to May 2011 production units) Consult

109429 Manual Consult

73296 Carrying case Consult


